
Spot LED: 

GU10 DIAMOND 5W 

 

 

Caratteristiche / Characteristics Durata / Life

Dimensioni / Dimensions Durata nominale / Nominal Life 

∅49,8x56mm ≥50.000 h 

Peso netto / Net weight Cicli di accensione e spegnimento / On-off cycles

100 g 50.000  

Grado di protezione / IP protection grade Garanzia / Warranty

IP20 3 anni / 3 years

Finitura / Finishing

Alluminio colore silver / Silver aluminum

Rifrattore / Refractor Condizioni operative / Operating conditions

Trasparente antiriflesso / Transparent antiglare Temperatura / Temperature

-10°C ~ 40°C 

Caratteristiche della luce / Light characteristics Umidità / Humidity

Sorgente LED e flusso luminoso / LED source and luminous flux RH15% ~ 50%

1 LED COB (5W) ≥ 420lm (3000K)

Resa cromatica / Color rendering

CRI≥83

Angolo del fascio luminoso / Beam angle

38°

Tensione di alimentazione / Input voltage

220V/AC (50-60 Hz)
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Dati fotometrici e valori di illuminamento / Photometric data and illuminance data

Classe di efficienza energetica / Energy efficiency label
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Light Source Test Report
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x=0.437 y=0.405 3000K/NEC

Color Parameters:
Chromaticity Coordinate:x=0.4375  y=0.4052/u'=0.2504  v'=0.5219

Tc=3001K  Dominant WL:Ld=582.7nm  Purity=52.9% Centroid WL:593.0nm

Ratio:R=24.5% G=73.3% B=2.2%  Peak WL:Lp=600.0nm  HWL:140.7nm

Render Index:Ra=82.7

R1 =81 R2 =89 R3 =96 R4 =81 R5 =80 R6 =85 R7 =86

R8 =64 R9 =16 R10=75 R11=78 R12=68 R13=83 R14=97 R15=75

Photo Parameters:
Flux: 360.70 lm   Fe: 1.1512 W   Efficacy:62.89 lm/W

LEVEL:        WHITE:ANSI_3000K

Electrical Parameters:
Lamp     : U=231.6V  I=0.04556A  P=5.736W PF=0.5437  

Instrument Status:
Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=1173(G=3,D=54)
REF=26589(R=4) %=-0.295% PMT: 22.3 centigrade [22.9]

Product Type:钻石GU10 5W  OSRAM  3000K 38°Manufacturer:
Number:YR1412023 Test Department:
Temperature:25.3 deg Humidity:65.0%
Test Operator: Test Date:2015-01-09 14:13:19
Software:V2.00.100 Instrument:PMS-80_V1 (SN:1011036)
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